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FASTEN A POWER SUPPLY MEMBER OF A BUS BAR ASSEMBLY TO A BACKPLANE 
MEMBER OF THE BUS BAR ASSEMBLY (E.G., ATTACH AN END OF THE POWER 
SUPPLY MEMBER TO THE BUS BAR ASSEMBLY) USING A SET OF FASTENERS 
(E.G., INSERT THE FASTENERS THROUGH HOLES IN THE BACKPLANE AND 
POWER SUPPLY MEMBERS), THE BACKPLANE MEMBER DEFINING MULTIPLE 
ROWS OF HOLES WITH EACH ROW INCLUDING AT LEAST TWO HOLES (E.G., AN N 
X M ARRAY OF HOLES) 
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FASTEN AN INTERMEDIATE PORTION OF THE POWER SUPPLY MEMBER TO A 
SIDE OF AN ELECTRONIC CABINET 



104 



I 



COUPLE THE POWER SUPPLY MEMBER TO A POWER SUPPLY 



-k. 
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COUPLE THE BACKPLANE MEMBER SIMULTANEOUSLY TO MULTIPLE 
BACKPLANES (INSERT FASTENERS THROUGH THE MULTIPLE BACKPLANES AND 
INTO THE BACKPLANE MEMBERS) IN ORDER TO PROVIDE A CONDUCTIVE PATH 
BETWEEN THE POWER SUPPLY AND THE MULTIPLE BACKPLANES (E.G., MOUNT 
MULTIPLE FIRST EXTENSION PORTIONS OF THE BACKPLANE MEMBER TO A 
FIRST BACKPLANE, AND MOUNT MULTIPLE SECOND EXTENSION PORTIONS OF 
THE BACKPLANE MEMBER TO A SECOND BACKPLANE) 
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